
Installation Instruction for 

Cordless Roller Shade with Fascia     

  
 
Recommended Tools 

 Screw gun / drill 
 Tape Measure 
 Screwdriver 
 Level ruler 
 Pencil 

 
 

Hardware included 
1 Screws needed for installing: 

Hardware Picture Usage 

度≧度/或位  
hexagon screw≧  

Installing 
bracket 

3/或位 Round 
head screw≧ ≧

Installing 
hold down 

bracket 
 
2 Brackets needed for installing: 

Hardware Picture Usage 

Fascia 
Bracket-left  

Installing 
shade-left 

side 

Fascia 
Bracket-right  

Installing 
shade-right 

side 

Bracket cover for 
square fascia  

Default for 
both IB&OB 

Bracket cover for 
curved fascia  

Default for 
both IB&OB 

 

Top view drawing 

� Inside mount 

窗口尺寸

窗簾幅寬（側蓋外緣到側蓋外緣之間的距離）

 

� Outside mount 

窗簾幅寬（側蓋外緣到側蓋外緣之間的距離）

窗口尺寸

 
Installation 

1、、、、Bracket Installation: 

Each bracket needs two 1 1/4” screws for 
installation, both inside & outside mount. 
≧

� For inside mount 
The distance from front screw mounting hole to 

the front edge of the window frame should be 
more than 3/4” and certain space needs to be set 
aside for installing bracket cover between fascia 
bracket and wall.  
   

   

 

3/或位 度9mm

 
            

� For outside mount   
The distance from front screw mounting hole to 
the front edge of the window frame should be 
more than 19mm. Ensure the left & right fascia 
bracket are at the same horizontal line. 
 

 
 

  
             

 Check the installation position of 
fascia brackets 

 
After both left & right fascia brackets are 
installed, put the Fascia on the fascia brackets to 
check if the distance of two fascia brackets is fit 
to install the Fascia (as shown below). 
 
 
 

度mm

 

2、、、、Shade installation ( the same for 
Inside& outside mount) 

 

Step 1: Insert Tension Dial end to the left fascia 
bracket with tongue. 

 
Step 2: Rotate clutch end to align bracket hole 
and then press clutch end to the right fascia 
bracket with hole of the other side 

 
Step 3: Make sure shade direction is correct and 
then remove paper band from shade. As shown 
below: 

 
 
 
 

 
3、、、、 Fascia installation( the same for 

Inside & outside mount) 
 
(1) Hook the top lip of the Fascia to the top of 

the fascia bracket. Swing the Fascia 
downwards and press it to make the 
bottom lip of the Fascia hook into the 
bottom lip of the fascia bracket. 

 
Below drawings are for Square Fascia 

 

      
 

 

 

 

When installing shade, the Hem Bar 
should be positioned at the bottom or 
the front side of the shade. 

The edge of 
fascia should be 
aligned with the 
inner side of the 
bracket lug 

 

Window size 

Window size 

Shade width (distance between the outer edge 
of left & right bracket covers)  

Shade width (distance between the 
outer edge of left & right 
bracket covers)  

  

For inside mount, 
fascia bracket screws 
can only be mounted 
upward 

The distance from front 
screw mounting hole to the 
front edge of the window 
frame should be more than 
¾” (19mm). 

≧For outside mount, 
fascia bracket screws 
can only be mounted 
sideways 

The distance from front 
screw mounting hole to 
the front edge of the 
window frame should be 
more than ¾” (19mm). 

The distance between two lugs on 
the left & right fascia brackets 
should be equal to or about 1mm 
more than fascia length.≧

 
 
Lugs of the bracket 

  

≧



 
Below drawings are for Curved fascia 

 

 
 

 
 

(2) After installing the fascia, insert the 
bracket covers into the brackets from the 
front.  
 

 

 
    

    

Removal 
 

1. Fascia removal (the same for inside 
& outside mount) 

 
(1) Pull the bracket covers outward from the 

fascia brackets. 
 

   
(2) Detach the bottom lip of the Fascia from the     

bracket, and then lift the Fascia upward 
slightly. The top lip of the Fascia will be 
moved away from the bracket and the Fascia 
is removed. 

 

   
 
 

2、、、、Shade removal (the same for inside & 
outside mount) 

 
Roll up the shade completely and then use a 
straight screwdriver to detach the clutch end 
from the right fascia bracket 

 
Take the Tension Dial end off from the left 
fascia bracket of the other side. As shown 
below  

 

 
    

    

    

    

    

Cordless roller shade operation: 
 

A  Lowering the shade: 
  

● Grip the handle of the cordless roller shade and 
pull the shade down until it stops. ≧

 

● Normally, the handle of cordless roller shade 
will be on the back of the hem bar. 

 
● When shade is installed in high position, the 
wand with a hook can be used to reach the 
handle and pull the shade down. 
 

 
B Raising the Shade 
 

� Please note that the speed for shade to roll 
up cannot be too fast. 

 
� To roll up the shade, pull the handle 

downward a little to release shade from 
locked state. Make sure shade fabric 
stays vertical when rolling up, do not 
incline or twist, otherwise the shade will 
have telescoping (tracking) issues. 

 
� Finally release the handle and then the 

shade will roll up automatically. 
 

 
Tension (Speed) Adjustment 
 
� Generally, there is no need to adjust the 

speed of a new shade. Adjustment is 
needed when shade fails to roll up, rolls 
up too slowly or rolls up too fast. 

 
� When the shade fails to roll up or rolls up 

too slowly, rotate the Tension Dial 
clockwise (along the arrow) to increase 
the spring tension (as shown below). If 
shade rolls up too fast, rotate the Tension 
Dial counter-clockwise to decrease the 
spring tension, the rolling speed can be 
adjusted as needed.   

 
 
 
 
 
 

The edge of 
fascia should be 
aligned with the 
inner side of the 
bracket lug 
 

Straight screwdriver 
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